Getting the Job Done!
How to Implement Water
Conservation Projects at Schools
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Presentation Outline

How to tell what needs to be replaced?
Where to get the money?

How to get the items replaced?

What technology really works?

Inside of a laboratory
steam sterilizer
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Types of Technology and Tips

Toilets/Urinals can be abused by students
—aucets/Showerheadcan be tampered with
rrigation Controllers often a biguse for schools

Kitchens- Ice machinessprayrinses, dishwashers,
faucets, food steamers

Dorms- clothes washers, restrooms

Laboratories glass washersteamsterilizers, cage
washers

Central energy facility (HVAC)




- Types of Technology and Tips

Gather historical water meter data
Know how to read the meter
Know how to read water bill and graph historical use

“““““““““““
NNNNNNNNNNNNNNNNNNNNNN
$ 9399392305555 599293933330
QQQQQQQQQQQQQQQQQQQQQQQQ
aaaaaaaaaaaaaaaaaaaaaaaa
<<<<<<<<<<<<<<<<<<<<<<<<




——

Most Common Recommendatior

1. Adjust toiletssothey flush with the proper
amount of water (1.6 gallons/flush)

2. Replace the high udellets / urinals / aerators in
restrooms that are high use areas

3. Replace irrigation controller and fine tune
Irrigation system
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How to know what to replace?

Testing tollets

. Estimate flush valve volumesgtime in secondd)/2
. Good = 4/5 sec

Testing urinals
- No official way to test volume
- But you can look for age, leaks, if it flushes properly

Test faucets

. Time the faucets in seconds to fill a 0.25 gallon then take 1°
and divide by the fill time to get gallons per minute

Make a water budget for landscape areas



Where do | get the money2y

ook for local rebates
- Water Utility

- Look for future energy utility rebates from SMUD / PG&E
the plan to rebate toilets / landscape equipment in the
future years. They are looking for pilot projects now to
demonstrate successfully implementation projects for
water/energy projects

- Consider working with multiple schools in a region and
doing bulk purchases or applying for a grant together.

- See If manufacturers would be willing to do a pilot project
of their equipment.
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How to get the items replaced?

Buy in from both facilities maintenance staff and
management is important!
. Start with the simple items first

- Try a pilot project with a few items to see that they work in t
school setting
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- Review technology and select a good quality piece of
equipment

. Consider options for labayunion workers or contract?

- See If manufacturers would be willing to do a pilot project o
their equipment. They may offer the equipment and/or
Installation for free (if allowed with labor Union contracts).




laphragm Replacements

The Dual Filiered Diaphragm™

Sloan's Dual Filtered Diaphragm helps prevent valve “run on”
and has been an exclusive feature of the Royal Flushometer
since January 1998. Sediment, present in most water
supplies, may chog the metering bypass hole in traditional

1—
Aushometer valves and cause confinuouws aperation or A
“run an.” The dual patented filter rings on the 2— |

Dual Filtered Diaphragm prevent sediment from =
reaching the bypass. This results in clog-free operation, §— e
eases valve maintenance, and reduces water usage. The
‘ Dual Filtered Diaphragm is factory assembled to assure an accurate
flush delivery.
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The Dual Filtered Dizphragm is available as a single drop=in kit

{Diaphragm Assembly only) or as one of the exclusive components in
the Royal Performance Kit. The Oual Filtered Diaphragm can be
used in Royal, Reqal, and similar diaphragm-style valve

Part Cost IS ~$35 bodies. For use in Sloan valve bodies with & belk-shaped
cover (manufactured before 1964), replace the
bottom filter ring in these kits with a
blue A-108 filter ring (not shown; 4

A diaphragm trap primer operates when ity ey
the weight of water fills the rubber
diaphragm and opens the soft rubber
end, allowing the water to pass through
into the floor drain.
http://www.tesengineering.com/mep -
community/?Tag=guidance&BBPage=20

Tailpieces and 'S

Control Stops "
For addiliorai ifarmalion, — 7 " .
rater aiso o Sloan’s CONTROL STOP AND CAPS [ V]

Tailpiece (D816505) 4
and Control Stop (0876333)
9 Maintanance Guides. TALRECE




N

Leaks & Missing Aerators

- Common for 120% of toilet flappers to leak
- Check with dye, most leaks are silent

- AWWA Leak Calculator for faucets:

1. Read aerator

volume

Check screen intact

3. Check screen is not
clogged
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Photo: Faucet aerator

10 with screen and label



